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FEATURES
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APPROVALS

Compliance with 2011/65/EU

HF

RoHS

Compliance with IEC61249-2-21:2003

PLED Open LED Protectors

THERMAL CONSIDERATIONS

Value UnitParameterSymbol

T
J

T
S

R
θJA

-40 to +150

-40 to +150

220

℃

℃

℃/W

Operating Junction Temperature

Storage Temperature Range

Junction to Ambient on printed circuit

SOD-123FL

Fast switching

Automatically resets after power cycle

Available in low profile,small footpring SOD-123FL

Compatible with industrial lighting environments

Compatible with PWM frequencies up to 30 KHz

Schematic Symbol

ELECTRICAL CHARACTERISTICS

PLED06F-S-MC 6.0 25.0 4.0 5.0 2.2 40.0 10.0

Part  Number

P008AM

Marking
V

S
I

T
I

H
C

o
V

T
I

DRM

Max. (V)

V
DRM

Min. (V) Max. (V) Max. (µA) Max. (A) Min. (mA) Typ.(pF)

I
S

mA

800.0

SURGE RATINGS

Part  Number

PLED06F-S-MC 2000

V
PP

10x700us

(V)

50

I
PP

5x310us

(A)
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PLED06F-S-MC
PLED Open LED Protectors

TYPICAL DEVICE CHARACTERISTICS

Normalized DC Holding Current vs. Case Temperature
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 Normalized VS Change vs. Junction Temperature
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SOLDERING PARAMETERS

PLED06F-S-MC
PLED Open LED Protectors
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Te
m

p
e

ra
tu

re
 (

T
)

Time (t)

t 25°C to Peak

ts
 Preheat

Ramp-down

Ramp-up

t
p

t
L

Critical Zone
t

L 
to t

P

25°C

T
s(min)

T
s(max)

T
L

T
P

Reflow Condition Lead–free assembly

150°C

Pre Heat Temperature Max ( T
s(max)

)

Temperature Max ( Ts(min)
)

200°C

Time (min to max) (t
s
) 60 – 180 secs

Average ramp up rate (Liquidus Temp (T
L
) to peak 3°C/second max

TS(max)
to T

L
 - Ramp-up Rate 3°C/second max

Reflow
Temperature (T

L
) (Liquidus) 217°C

Time (min to max) (tL
) 60 – 150 seconds

Peak Temperature (TP
) 260°C

Time within 5°C of actual peak Temperature (t
p
) 20 – 40 seconds

Ramp-down Rate 6°C/second max

Time 25°C to peak Temperature (TP
) 8 minutes max.

Do not exceed 260°C

SOD-123FL PACKAGE INFORMATION

Min. Max.Min. Max.
Ref.

Millimeters Inches

H
E

b

A
A1

L

c

D

E

A1

A

c

E

L

0.95

0.00

0.05

1.45

0.10

0.30

2.90

0.90

0.037

0.000

0.002

0.098

0.014

0.057

0.004

0.012

0.114

0.035

2.50

0.35

b 0.70 1.20 0.028 0.047

D 1.50 2.00 0.059 0.079

HE 3.90 0.134 0.1543.40
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PLED06F-S-MC
PLED Open LED Protectors

ORDERING INFORMATION

Part Number QTY/Reel Reel SizeComponent Package

PLED06F-S-MC SOD-123FL 3000PCS 7”

TAPE AND REEL SPECIFICATION

PLED06F-S-MC

0.157
(4.0)

0.31
(8.0)

0.157
(4.0)

Optional
7”7.0(178)

13”13.0(330)

0.059
(1.5) DIA

Cover tape

Cathode

Direction of Feed

Dimensions are in inches
(and millimeters)

0.33
(8.5)

0.80(20.2)
Arbor Hole Dia.

RECOMMENDED PAD LAYOUT DIMENSIONS

A

B

C

Ref. Millimeters Inches

B

A 4.20

1.50

0.165

0.059

C 1.20 0.047
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PLED Open LED Protectors
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The content of this document has been carefully checked and understood. However, neither Semiwell nor its subsidiaries assume any liability whatsoever for any errors or inaccuracies of this 

document and theconsequences thereof. Published specifications are subject to change without notice. Product suitability for any area of application must ultimately be determined by the 

customer. In all cases,products must never be operated outside their published specifications.Semiwell does not guarantee the availability of all published products.This disclaimer shall be 

governed by substantive Chinese law and resulting disputes shall be settled by the courts at the place of business of Semiwell. Latest publications and a complete disclaimer can be 

downloaded from the Semiwell website. All trademarks recognized.

To find your local partner within Semiwell‘s  website : www.semiwell.com.cn

C  2023 Semiwell Microelectronics Co.,Ltd.
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